
RENAUD BROS., INC. 
283 Fort Bridgeman Road #2, Vernon, VT  05354       phone (802) 257-7383 
                    fax (802) 257-7308 
 

EPSC Narrative for Marlboro BRF 010-1 (43) 

 
Sections 1.1 to 1.4.12 can be found on the next sheet. 
 
Section 1.5 Sequence and Staging 
 

1.5.1a Installation of Temporary Bridge 

• Project Demarcation Fence 

• Silt Fence 

• The temporary bridge is 80 feet long putting the abutments 30 feet away from 
the stream we do not anticipate the need for the filter curtain during this activity. 

• The temporary approaches will be built and any final EPSC measures installed.  
 
 1.5.1b Excavation for new Abutments 

• The new abutments are twenty feet away from the stream edge we will work off 
of the existing deck to install the new abutments. The need for dewatering these 
abutments is not anticipated. If it is needed we will excavate ponds in the 
roadway area and let the water perk. 

• The coring of pile sockets is anticipated to be performed dry with the use of air. 
 

1.5.1c Installation of piles and abutments 

• The piles will be placed and grouted. 

• The abutments will be cast in place 

• A designated wash out location will be established and maintained 
 

1.5.1d Existing Bridge Demolition 

• The filter curtain will be installed at this time 

• Dewatering will be necessary during the abutment removal and stone fill phase. 
Dewatering ponds will be set up in the roadway for the water to perk. 

  
1.5.1e Final Stone Fill and Erosion Matting 

• Final stone fill and erosion matting will be done on the South side of the bridge 

• The temporary bridge will be removed and the final stone fill and erosion 
matting will be installed on the North side of the bridge. 

 
1.5.1f Final paving, striping and clean up 

• All final elements will be installed and temporary erosion control items removed 
 

 
 
 



1.5.2 Off-site Activities 

• Concrete debris dump site will be Renaud Gravel in Dummerston 

• Excavated borrow stock pile Renaud Gravel in Dummerston 

• Waste Site will be at Marlboro Collision and Towing 

• Laydown area Baldwin property at the bridge site 

• Trailer area Baldwin property at the bridge site 
 
Section 1.6 Contact Information 
 

1.6.1 On-site Plan Coordinator 

• Primary: 
Duane Fletcher  1-802-258-1863 
20 years on Heavy Construction experience and erosion control 
implementation and inspection. 

• Secondary: 
Charlie Ezequelle  1-802-365-1944 
12 years of Heavy Construction experience with 5 years of ESPC plan 
development, implementation and inspection. 

 
1.6.2 Plan Preparer 

• Primary: 
Charlie Ezequelle  1-802-365-1944 
12 years of Heavy Construction experience with 5 years of ESPC plan 
development, implementation and inspection. 
 

• Secondary: 
Ron Bell   1-603-363-9966 

 
Section 1.7 Schedule 
 See attached 
 
Section 1.8 Inspection Form  
 See attached  
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CONSTRUCTION SPECIFICATIONS

VERMONT DEPARTMENT OF ENVIRONMENTAL CONSERVATION

ORIGINALLY DEVELOPED BY USDA-NRCS

ADAPTED FROM DETAILS PROVIDED BY: NEW YORK STATE DEC

NOT TO SCALESTAPLE
STAPLE

JUTE MESH

EROSION CONTROL MATTING

EXCELSIOR BLANKET

FIRMLY

TAMP SOIL

 4"MIN

DETAIL 1 TERMINAL FOLD

3"MIN

1"MIN

STAPLE DETAIL

SHALL BE PLACED LOOSELY OVER GROUND SURFACE.  DO NOT STRETCH.

DISTURBED AREAS SHALL BE SMOOTHLY GRADED.  EROSION CONTROL MATERIAL 

APPROXIMATELY 12" INTERVALS.

ALL TERMINAL ENDS AND TRANSVERSE LAPS SHALL BE STAPLED AT 

REQUIRED PER 4’X150’ ROLL OF MATERIAL.

ARE REQUIRED PER 4’X225’ ROLL OF MATERIAL AND 125 STAPLES ARE 

APART AND IN ROWS APPROXIMATELY 3’ APART.  APPROXIMATELY 175 STAPLES 

STAPLES ARE TO BE PLACED ALTERNATELY, IN COLUMNS APPROXIMATELY 2’ 

APPLY FERTILIZER, LIME SEED PRIOR TO PLACING MATTING.

5.

4.

3.

2.

1.

REVISIONS

APRIL 16, 2007    JMF

DETAIL 2 JUNCTION SLOT

6"
12" 12"

EXCELSIOR BLANKET

EROSION CONROL MATTING

JUTE MESH

STAPLESSTAPLES

DETAIL 3 ANCHOR SLOT

EROSION CONTROL MATTING

EXCELSIOR BLANKET

JUTE MESH STAPLE

STAPLES

12"

FIRMLY

TAMP SOIL

4" MIN6"-12"

6"-12"
6"-12"

DETAIL 4 LAP JOINT

3

2

1

H

V

4

TOGETHER

EXCELSIOR BLANKET SHALL BE BUTTED

JUTE MESH,  EROSION CONTROL MATTING

(RECP) SIDE SLOPE

CONTROL PRODUCT

ROLLED EROSION

ESTABLISHING VEGETATION.

APPLY TO SLOPES GREATER THAN 3H:1V OR WHERE NECESSARY TO AID IN 

JANUARY 13, 2009  WHF

   

CONSTRUCTION SPECIFICATIONS

VERMONT DEPARTMENT OF ENVIRONMENTAL CONSERVATION

ORIGINALLY DEVELOPED BY USDA-NRCS

ADAPTED FROM DETAILS PROVIDED BY: NEW YORK STATE DEC

SEE NOTE #3 FOR POST SPACING

(SEE NOTE #1)

WOVEN WIRE FENCE

16" MIN

FILTER CLOTH

EMBED 6"MIN

FLOW

FLOW

WOVEN WIRE

AND POST)

(UPSLOPE OF WIRE

FILTER CLOTH

CLOTH 6" MIN

EMBED FILTER

4"

SEDIMENT REACHES HALF OF FABRIC HEIGHT.

MAINTENANCE SHALL BE PERFORMED AS NEEDED AND MATERIAL REMOVED WHEN 

SILT FENCE

REVISIONS

MARCH 21, 2008      WHF

FLOW

POST DETAIL

OVER-LAPPED BY 6" AND FOLDED.

WHEN TWO SECTIONS OF FILTER CLOTH ADJOIN EACH OTHER THEY SHALL BE 

DECEMBER 11, 2008    WHF

JANUARY  13, 2009   WHF

GUIDANCE.

THE VT AGENCY OF NATURAL RESOURCES FOR ADDITIONAL 

EROSION PREVENTION & SEDIMENT CONTROL -2006- " FROM 

REFER TO "THE VERMONT STANDARDS & SPECIFICATIONS FOR 

NOTES:

SILT FENCE, WOVEN WIRE REINFORCED (PAY ITEM 649.515).

FOR SILT FENCE (PAY ITEM 649.51) OR GEOTEXTILE FOR 

SECTION 649 AND AS SHOWN IN THE PLANS FOR GEOTEXTILE 

THIS WORK SHALL BE PERFORMED IN ACCORDANCE WITH 

MAX. MESH OPENING.  

STORMWATER PERMIT.  WOVEN WIRE SHALL BE A MIN. 14 GAUGE WITH A 6" 

RECEIVING WATERS WHEN THE PROJECT FALLS UNDER A CONSTRUCTION 

WOVEN WIRE REINFORCED FENCE  IS REQUIRED WITHIN 100’ UPSLOPE OF 

OR APPROVED EQUIVALENT.

FILTER CLOTH SHALL BE EITHER FILTER X, MIRAF1100X, STABILINKA T140N 

6’.

EXCEED 4’ AND WHEN ELONGATION IS <50%, POST SPACING SHALL NOT EXCEED 

FILTER-CLOTH FENCE, WHEN ELONGATION IS >50%, POST SPACING SHALL NOT 

POST SPACING FOR WIRE-BACKED FENCE SHALL BE 10’ MAXIMUM.  FOR 

WITH TIES SPACED EVERY 24" AT TOP AND MID SECTION.

TIES.  FILTER CLOTH IS TO BE FASTENED SECURELY TO WOVEN WIRE FENCE 

WOVEN WIRE FENCE IS TO BE FASTENED SECURELY TO FENCE POSTS WITH WIRE 

6.

5.

4.

3.

2.

1.

SYMBOL

CONSTRUCTION SPECIFICATIONS

GUIDANCE.

THE VT AGENCY OF NATURAL RESOURCES FOR ADDITIONAL 

EROSION PREVENTION & SEDIMENT CONTROL -2006- " FROM 

REFER TO "THE VERMONT STANDARDS & SPECIFICATIONS FOR 

NOTES:

VERMONT DEPARTMENT OF ENVIRONMENTAL CONSERVATION

ORIGINALLY DEVELOPED BY USDA-NRCS

ADAPTED FROM DETAILS PROVIDED BY: NEW YORK STATE DEC

5:1

PAVEMENT

EXISTING

PAVEMENT

EXISTING

PLAN VIEW

12’MIN

ENTRANCE

CONSTRUCTION

STABILIZED

REVISIONS

MARCH 24, 2008      WHF

9.

8.

7.

6.

5.

4.

3.

2.

1.

JANUARY 13, 2009    WHF

OR AS SPECIFIED IN THE CONTRACT.

SECTION 653 FOR VEHICLE TRACKING PAD (PAY ITEM 653.35) 

THIS WORK SHALL BE PERFORMED IN ACCORDANCE WITH 

EQUIVALENT.

STONE SIZE- USE 1-4" STONE, RECLAIMED OR RECYCLED CONCRETE 

30’ MINIMUM LENGTH APPLIES).

LENGTH- NOT LESS THAN 50’ (EXCEPT ON A SINGLE RESIDENCE LOT WHERE A 

THICKNESS- NOT LESS THAN 8".

WHERE INGRESS OR EGRESS OCCURS.  24’ IF SINGLE ENTRANCE TO SITE.

WIDTH- 12’ MINIMUM, BUT NOT LESS THAN THE FULL WIDTH AT  POINTS 

STONE.

GEOTEXTILE MUST BE PLACED OVER THE ENTIRE AREA PRIOR TO PLACING 

PERMITTED.

PIPING IS  IMPRACTICAL, A MOUNTABLE BERM WITH 5:1 SLOPES WILL BE 

CONSTRUCTION ENTRANCES SHALL BE PIPED BENEATH THE ENTRANCE. IF 

SURFACE WATER- ALL SURFACE WATER FLOWING OR DIVERTED TOWARD 

PUBLIC RIGHTS-OF-WAY  MUST BE REMOVED IMMEDIATELY.

RIGHTS-OF-WAY, ALL SEDIMENT SPILLED, DROPPED, WASHED OR TRACKED ONTO 

WILL  PREVENT TRACKING OR FLOWING OF SEDIMENT ONTO PUBLIC 

MAINTENANCE- THE ENTRANCE SHALL BE MAINTAINED IN A CONDITION WHICH 

DEVICE.

WITH   STONE AND WHICH DRAINS INTO AN APPROVED SEDIMENT TRAPPING 

WHEN WASHING IS REQUIRED, IT SHALL BE DONE ON AN AREA STABILIZED 

ACCORDING TO PERMIT REQUIREMENTS.

PERIODIC INSPECTION AND NEEDED MAINTENANCE SHALL BE PROVIDED 

GUIDANCE.

THE VT AGENCY OF NATURAL RESOURCES FOR ADDITIONAL 

EROSION PREVENTION & SEDIMENT CONTROL -2006- " FROM 

REFER TO "THE VERMONT STANDARDS & SPECIFICATIONS FOR 

NOTES:

(PAY ITEM 653.21).

MATTING (PAY ITEM 653.20) OR PERMANENT EROSION MATTING 

653 AND AS SHOWN IN THE PLANS FOR TEMPORARY EROSION 

THIS WORK SHALL BE PERFORMED IN ACCORDANCE WITH SECTION 

8"MIN

(OPTIONAL)

BERM

MOUNTABLE

PROFILE

WOVEN WIRE

SILT FENCE

NOT TO SCALE

Charlie
Text Box



ROADWAYS AND TRANSPORTATION FACILITIES

ADAPTED FROM VTRANS TECHNICAL LANDSCAPE MANUAL FOR 
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VERMONT DEPARTMENT OF ENVIRONMENTAL CONSERVATION

ORIGINALLY DEVELOPED BY USDA-NRCS

ADAPTED FROM DETAILS PROVIDED BY: NEW YORK STATE DEC

NOT TO SCALE

SURFACE ROUGHENING

REVISIONS

APRIL 1, 2008         WHF

GROOVING SLOPES

STAIR STEPPING CUT SLOPES

RISE = 2’-3’
DRAIN

RUN

1"-3’

6"-15"

THAN RISE
NOTE: RUN MUST BE GREATER

CATCH DEBRIS

BACK OF STEP TO

CUT TO DRAIN TO

FERTILIZER AND SEED.

CATCH RAINWATER AND RETAIN LIME,

IRREGULARITIES IN THE SOIL SURFACE

FURROWS ALONG THE CONTOUR.

NOTE: GROOVE SLOPE BY CUTTING

JANUARY 13, 2009     WHF

CONSTRUCTION GUIDANCE

GROWTH OF GRASS.

TO SEPTEMBER 15 AND AFTER APRIL 15 CAN BETTER ENSURE A VIGOROUS 

TURF ESTABLISHMENT:  PLACING SEED, FERTILIZER, LIME AND MULCH PRIOR 

TYPES OF SOIL AMENDMENTS TO BE APPLIED 

AND THE TYPE OF HYDROSEED WILL ULTIMATELY DICTATE THE AMOUNTS AND 

HYDROSEEDING:  ALTHOUGH GUIDANCE IS GIVEN ABOVE THE SITE CONDITIONS 

DIRECTED BY THE ENGINEER.

TOPSOIL:  TO BE USED WITH SEED AS INDICATED ON THE PLANS, OR AS 

 

ACHIEVE 90% GROUND COVER OR AS DIRECTED BY THE ENGINEER.

HAY MULCH:  TO BE PLACED ON EARTH SLOPES AT THE RATE OF 2 TONS/ACRE, 

DIRECTED BY THE ENGINEER

FERTILIZER AND LIMESTONE:  SHALL FOLLOW RATES SHOWN ON PLAN OR AS 

WEIGHT AND SHALL BE FREE OF ALL NOXIOUS SEED.

ALL SEED MIXTURES:  SHALL NOT HAVE A WEED CONTENT EXCEEDING 0.40% BY 

ESTABLISHED LAWN AREAS DISTURBED BY THE CONTRACTOR.

URBAN SEED MIX: USE AS INDICATED IN THE PLANS AND/OR FOR ALL 

ESTABLISHED UPLAND (NON WETLAND) AREAS DISTURBED BY THE CONTRACTOR.

RURAL SEED MIX: USE AS INDICATED IN THE PLANS AND/OR FOR ALL 

8.

7.

6.

5.

4.

3.

2.

1.

REVISIONS

TURF ESTABLISHMENT

JUNE 23, 2009       WHF

JANUARY 15, 2010     WHF

FEBRUARY 16, 2011            WHF

SYMBOL

CONSTRUCTION SPECIFICATIONS

NOT TO SCALE

ANCHOR

GRADING LIMIT

CONSTRUCTION

ANCHORS

LENGTH B/T

100’ MAX

10’ MIN
BARRIER

FLOATING SILT

EXISTING HIGHWAY

F
L

O
W

BOTTOM

WATERWAY

SYSTEM

ANCHOR

WEIGHTED

ABUTMENT

BRIDGE
BARRIER

FLOATING SILT

REVISIONS

A
A

SECTION A-A

JANUARY 13, 2009     WHF

APRIL 1, 2008         WHF

ITEM 649.61).

SECTION 649 FOR GEOTEXTILE FOR FILTER CURTAIN (PAY 

THIS WORK SHALL BE PERFORMED IN ACCORDANCE WITH 

FILTER CURTAIN

A WATERWAY WITH STREAM VELOCITIES GREATER THAN 1.5 FEET/SECOND.

FILTER CURTAIN SHALL NOT BE PLACED ACROSS A FLOWING WATERWAY, OR IN 

TO CONFORM TO THE BOTTOM OF THE WATERWAY.

THE WEIGHTED ANCHOR SYSTEM SHALL BE A TYPE WHICH ALLOWS THE CURTAIN 

MINIMIZING THE ESCAPE OF SEDIMENTS INTO WATERWAY.

THE CURTAIN SHALL BE REMOVED BY SLOWLY PULLING TOWARD THE SHORE 

MAXIMUM 100’ LENGTH BETWEEN ANCHORS.

DISTURBANCE.

LAST SECTION SHALL TERMINATE A MINIMUM OF 10’ BEYOND LIMIT OF 

5.

4.

3.

2.

1.

SEPTEMBER 4, 2009   WHF

RIPRAP TYPICAL

TYPE OR USE OF COFFERDAM IF USED.

CURTAIN.  IT IN NO WAY DEFINES THE 

OF A TYPICAL INSTALLATION OF FILTER 

NOTE:  THIS DRAWING IS A DEPICTION 

GUIDANCE.

THE VT AGENCY OF NATURAL RESOURCES FOR ADDITIONAL 

EROSION PREVENTION & SEDIMENT CONTROL -2006- " FROM 

REFER TO "THE VERMONT STANDARDS & SPECIFICATIONS FOR 

NOTES:

CONTRACT

THIS WORK SHALL BE CONSIDERED INCIDENTAL TO THE 
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